belux inline neo Michel Charlot

Type INLINE-66 Belux AG
'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Neufeldweg 6, CH-5103
Order No INL66-2-WE-8027-DD-7 Mériken
Comp operassamtyy endonciominore Tl 41 61.316 74 01
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Fax +41 61 316 75 99
Version Direct www.belux.com
CO|OUrWhIte """""""""""""""""""" belux@belux.com
J Colour temperatuore 2700k
L Colour rendering index  CROO
Operating mode Dimmable DAL
Operaton  omste
——_’—. Feed-throughwiring  6x15mm? max. 10A
Lamphousing  Auminium PMMA
i Light distribution ~~§ F-ivr(LowverRasten
Curent  700mA
LEDsewvicelfe  SS000h(L9O/F1O)
Mainsvoltoge  220:240V,S0Mz

Guarantee 36 months

www.belux.com/inline


http://www.belux.com/
http://www.belux.com/inline
http://www.belux.com
mailto:belux@belux.com
http://www.tcpdf.org

